
Does your vehicle’s brakes pedal 
feel “spongy”?

Get Ready for the colder Weather, NOW.

One of our skilled technicians will check the condition of your vehicle’s brake fluid and, if    
necessary:

 Remove contaminated fluid from the brake lines and master cylinder.

 Replace the old fluid with High Temp Formula BG Heavy Duty DOT 3 or DOT 4 Brake fluid, which is demilitarized to pre-
vent corrosion.

Fix it right the first time.

10760 Manchester Road

E-mail: chrisauffenberg.com

Phone: 314-965-0833

    Chris Auffenberg Chevrolet

    Chris Auffenberg 
Chevrolet

    Print this Internet Special Price Ad, and bring it in with you.

1000 N. Kirkwood Road
Kirkwood, Mo. 
                          63122

Brake Fluid Exchange

$ 119.95

Date of Sale: 07-01-2007

Sale Ends:     08-31-2007

Brake fluid becomes contami-
nated over time and use. Heat 
and moisture can cause brake 
failure. Contaminated fluid 
leaks to expensive repairs.

Most vehicles require a brake 
fluid exchange every 30,000 
miles or every 2-3 years.

Harmful deposits and varnish build-up resulting from worn-out, 
oxidized brake fluid– are apparent on this brake master cylinder 
piston assembly. 

The entire brake fluid system will be inspected for leaks, 
master cylinder corrosion, worn pneumatic parts, harmful 
varnish build-up, broken or rusted bleeder valves, worn 
rotors and/or drums, and air in the brake lines.


